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INTRODUCTION

The purpose of this manual is to assist you in maintaining and operating your Value Leader backhoe.

Read the entire manual carefully before operating , it provides information and instructions
that will help you achieve years of reliable performance.

Some information may be general in nature due to unknown and varying conditions. However, through
experience and these instructions, you should be able to develop operating procedures suitable to your
particular situation.

"Right” and "Left” as used throughout this manual are determined by operator in backhoe seat position is
facing when in use.

The photos, illustrations and data used in this manual are current at the time of printing, but due to
possible in-line production changes, your machine may vary slightly in detail. The manufacturer reserves
the right to redesign the machine as may be necessary without notification.

Important

lllustrations used in this manual may not show all safety equipment that is recommended to ensure safe
operation of tractor and backhoe. Refer to the Safety Precautions section of this manual for information
concerning safety, consult your dealer for further information.

Serial Number and Location

The serial and model number is important information about the machine and it may be necessary to know
it before obtaining the correct replacement part. The identification plate is located on the right side of
control console.

Support Contact Information

First contact the company you purchase from. If they cannot help you, warrany covered and non warrany
covered support is available at Betst Products, llc, support department. Available by phone or email. Open
M-F 8 am - 5 pm PST. Email support@betstproducts.com or by phone at 1-541-895-3083.

Value-Leader BHM 6 & 7 3 Revision 12-12-2017
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"\ 12 SAFETY Precautions

Never use your hand to check for suspected leaks under pressure. Use a piece of cardboard or
wood for this purpose. Escaping hydraulic oil or diesel fuel leaking under pressure can have
sufficient force to penetrate the skin and cause infection or other injuries. If this happens seek
medical attention immediately.

To prevent personal injury, relieve all pressure before disconnecting any fluid lines.

Before applying hydraulic pressure, make sure all hydraulic connections are tight and components
are in good condition.

Contact with overhead power lines can cause severe electrical burn or electrocution.

Make sure there is enough clearance between raised equipment and overhead power lines.

Add water to rear tires or rear wheel weights for increased stability.

A backhoe attachment should be transported in a low position at slow ground speeds.

Make turns slowly and use the tractor brakes cautiously. A loaded attachment in the raised position
alters the center of gravity, location of the machine and increases the possibility of mishaps.

Do not stand, walk or work under a raised backhoe attachment. Accidental movement of a control
lever or leak in the hydraulic system could cause the backhoe to drop, or attachment to dump,

causing severe injury.

Make sure to always park backhoe on a hard level surface with all safety devices engaged to
prevent backhoe from falling and being damaged or injuring someone. Stands may be required.

When using a backhoe, be alert of bucket, boom and arm position at all times.

Only operators who have been specially trained in backhoe operation and fully understand this
manual can operate the backhoe.

Keep hands, feet and clothing away from all moving parts. Wear close fitting clothing and
appropriate safety equipment (Which includes, steel toed shoes, protective gloves, hard hat, safety
glasses and dust mask). Prolonged exposure to loud noise can damage hearing. Wear suitable
approved hearing protection such as ear muffs or plugs. Operating equipment safely requires your
full attention. Do not wear radio or music headphones. Secure hair above shoulder length.

You must be in good physical and mental health to operate the backhoe safely. Do not operate the

backhoe when you are ill, fatigued or under the influence of any substance or medication that
could affect your vision, coordination or judgment.

ALWAYS CALL BEFORE YOU DIG!

Value-Leader BHM 6 & 7 5 Revision 12-12-2017




2. SAFETY DECALS

1. Keep safety decals clean and free of obstructing material

2. Replace damaged or missing safety decals with new decals.

3. If a component with a safety decal(s) affixed is replaced with a new part, ensure new safety
decal(s) are attached in the same locations on the replacement components.

Note some decals appear on both sides of backhoe. #s 1, 2, 5, 6, and 12

Keep away from
machine during
operation.
Personalinjuryor
death may result if
hit by the machine.

KEEP CLEAR OF
SWING AREA

A\ DANGER

CRUSH RISK

KEEP CLEAR

Do not stand under
ed Load

Frame, Boom or Stick

Value-Leader BHM 6 & 7

2 . salatysticker.com WD031 3 . Sarorycke oy

BabelySticker.com  Pa-y-800 990 STIK

Seatbelts
must be

waornmn.

sabotyslicker com | e
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2. SAFETY DECALS

A\ DANGER

Operation of this machine without
properly reading the "Operations &
Maintenance Guide® could rasult
in injury or death.

It is your responsibility 1o cbsanve

all wamings and take proper care

8 Ry SRR DT W02
]

— = [avure the steps are cloan WD

Risk of Fall.

On Entry & Exit:

® Maintain J paints of conlact
* Never jenp ofl machas
® Climb up forwards, fown hachmards

A DANGER
Look Up
& Live!

DRIVER
ONLY
Strictly NO
passengers.
14. o012
Value-Leader BHM 6 & 7 7

A DANGER

BEWARE

Overhead wires
&underground

services.

When using stabilizer arms DO NOT
lift machine off ground.

FAILURE TO COMPLY CAN BE DANGEROUS, MAY
CAUSE UNDUE DAMAGE TO MACHINE AND
VOID ALL WARRANTIES.

CONTACT YOUR DEALER FOR DETAILS FIRST,

Revision 12-12-2017




2.SAFETY DECALS

Warning! High Pressure Fluid

HIGH PRESSURE FLUID HAZARD

B Relieve pressure on hydraulic system before servicing or

disconnection hoses.

//’

B  Wear proper hand & eye protection when searching for
leaks. Use wood or carboard instead of hands.

\'®

15 B  Keep all components in good repair.
¢ BOOM DOWN b |
DIPPER OUT £ N\
A
\ \
- s BLIZER DOWN
|
\ 'i' lr m '*’ VL\
/ J
SWING LEFT :
SRS B SNER G BUCKETUNCURL
\D1 7 r
DIPPER IN STABLIZER UP BOOM UP 4

To order safety labels please contact Parts Department at 1-541-
895-3083 or email parts@betstco.com

Value-Leader BHM 6 & 7 8
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SPECIFICATIONS

Recommended Tractor HP Sub-Compact 18HP thry 24HP 25hpt 30hpt 40hpt

3 Point Hitch Catl Catl Catl CatlorCatll
Digging Depth* B) 4.5 BT 7-8 §-9
Overall Reach Qut {A) I g5’ g 10'10"
Operating Height UP (C) b4 g1 o 1"y
Dumping Height 41" 5" g7 7y
Swing Arc  (Dual Cylinder) 160 Degrees 180 Degress 180 Degrees 170 Degrees

Stabilizer Width

4'6"[up) 610"|down)

£6'{up) 74'(down)

46" up) 74"(down)

50'(up) 94" {down)

Dipper Boom Digging Force 880 Ibs. 1875 bs. 1875 Ibs. 2425

Bucket Digging Force 22041bs. 2425 1bs. 2425k, 3,750 1bs.

Bucket Lift Capacity Extended 650 Ibs. 900 Ibs. 1,000 hs. 1400

Bugket Size Included 12"- 3 Teeth 12"- 3 Teeth 16"-4 Teeth 16" - 4 Teeth
Included Bucket Capacity 085 (CuFf) 1.10{CuFY) 140 (CuFf) 140 (CuFt)

Bucket Rotation 160 Degrees 195 Degrees 195 Degress 185 Degrees
Cylinder Diameters 212 ¥ 3 3

Control Valve Type (2)4-Way & (2) 2-\Way Joystick | {2) 4-Way &(2) 2-Way Joystick (2} 4-Way & (2) 2-Way Joystick (2) 4-Way & (2) 2Way Joystick
Hydraulic Tank Capacity 4 Gallon 5 Gallon 5 Gallon 5 Gallon

Hydraulic Pump Details PTO Driven wiln-Line Fiter PTO Driven wiln-Line Filter PTO Driven win-Line Filter PTQ Driven win-Line Fiter
Optional Buckets Sizes 79 16" 7.9, 16,24 & 35", Thumb, Ripper 7.9, 12.24 & 35" Thumb, Ripper 7.9,12,24 & 38", Thumb, Ripper
Warranty 2 Years 2 Years 2 Years 2 Years

Weight 575 hs, 1156 Ibs. 1190 lbs. 1600 Ihs.

Crated Weight T20lbs. 1270 1bs. 1290 s, 1800 Ibs.

* Digging Depth varies based on overall rear tire height
OPTIONAL ATTACHMENTS ~ MECHANICAL THUWB & RIPPER

Measurements based on 16" ground clearance from Boom-Tower Pivot wid4” tire height

Value-Leader BHM 6 & 7

Revision 12-12-2017
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ol

Backhoe Components
Bucket

Staff

Boom

Joystick Controls
Hydraulic Tank
Seat

Stabilizers
Swing Cylinders
Tower

3-Pt Connections
Transport Lock

STx0VooNoOORLN -
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4. TRACTOR PREPARATION

/:\ Caution: Do not exceed the manufacturer’s rating fo r maximum gross
vehicle weight. Refer to Operator's Manual Dealer,  or Manufacture.

/2N Caution: &HUWDLQ 6SHFLILF FRQGLWLR®Y EDFN)
EDFNKRH UDWLQJ RU PD\ UHTXHGHRBRU B VW DRI} IX\WU

4.1 ROPS System

The tractor must be equipped with an approved ROPS System to ensure adequate operator’'s
protection.

4.2 Hydraulic System

7KH %+0 6HULHV %DFNKRH K\GED X\OKUHF WWDFMR UV SRZHUH®DN
LQ EXLOW +\GUDXOLF SXPS\VWB®N &R BBENLP RILE H HYOHNVOHEDY D
DQG FKDQJH K\GUDXOLF |L@h¢atiah dnyy Mdirtdndnce)HG UHIHU WR

BE SURE TO FOLLOW THE DETAILED STEPS OUTLINED IN AS SEMBLY &
MOUNTING BEFORE USING THE BACKHOE!

SURSHUO\ LQVWDOOHG

4.3 Tire Inflation

¥

211
HIGC

Caution: 7KH WUDFWRU EDFNKRH PXVVD RVFQOHN W H HISKHL(

JURQW 7LUHV PXVW EH PDLQWPBHQIEGE ® WQNEBIWLIRQPWR BEHEQWDLQ

with the added weight of backhoe/material.

5HDU WLUHV PXVW EH PDLQWDQQMIGHDWH FR X B i®QS3UH-BY WX W DIWIAVO D \

WLUH LQIODWLRQ FDQ SUHY FR@WEDRFOI® IR DMK DIRKPXH@GEV D B R

4.4 Wheel Tread Settings

Tractor front wheel tread setting must be restricted to wheel tread spacing recommended in the
tractor Operator’'s Manual.

4.5 Attachment

(QVXUH \RXU WUDFWRUTV WRGQAWN VOK YNDJH KDVLWHM FE HYRIWM D
Failure to do this can cause the backhoe to swing when traveling potentially causing bodily injury or
machine damage or failure.

Inspect for any worn or damaged parts that are part of the connection between the tractor and
backhoe.

Replace if necessary with parts of suitable strength and quality.

4.6 Counter Weight

Add recommended ballast (either front weights or front end loader) to tractor’s front-end for
increased

RVV

WWD

VWDELOLW\ 5HIHU WR W UDHFRYRIF RIHFIRPWRQG PWQRQQ RRUFPRX QW
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5. BACKHOE OPERATION
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5. BACKHOE OPERATION

We urge you to follow this advice: Failure to do so will result in a voided
warranty, personal injury, or damage to equipment

1. Read and understand this manual as well as the Tractor Operator’s Manual.

2. Remember and observe the safety Precautions brought to your attention in this manual,
the tractor manual and on the machinery itself.

3. Use good common sense in the everyday operation of this unit. Safety recommendations
can never be all-inclusive and you are responsible for watching out for and avoiding

unsafe conditions.

4. Never exceed the limits of a piece of machinery. If its ability to do a job, or to do so safely,

is in question, don't try it.
5. Don’t hurry the learning process or take the unit for granted. Ease into it and become

familiar with your new backhoe.

2% Caution: :KHQ ORZHULQJ D KHDY\ ORDG HIDHWHUWGGRZI @ZD
DWWDFKPHQW DQG 3SFDWFK LW R RDUD ROLADOON " KBWRBE QB &

26 G/
G RZ

PRPHQWXP SODFHV XQGXH VW UDLGE® \R®UVKHUXDIQW D F® PDH XR QF

WR WKH EDFNKRH WUDFWRU RU\HYHQ ZRUVH SHUVRQDO LQ

Caution: % HIRUH GLVFRQQHFWLQJ K\GUBLOXIOA B ISQUHY VX H &
K\GUDXOLF RLO XQGHU SUHVWHRHHWB @ HKO@NW WDWIH ALK W NR
LQMXU\ , I LQMXUHG E\ HVFDBHGLAKDOGUDXWHR WL QWVHHN GLEC

VI X

L KW
FD.
W H C

GDPDJHG $ VXGGHQ OLQH EXUWW LRSGE F DXIVPHEW K N HEAR RVIR
VXGGHQO\ YRLG WKH ZDUUD QWKWK ¥ B FONKARRH] R W RQWIK K\

5.2 Initial Backhoe Operation

Before operating the backhoe, fully raise and lower the boom, arm, swing and stabilizers two or
three times. Then raise the bucket above the ground and cycle the bucket cylinders three times.
Lower the bucket to the ground. Check the tractor hydraulic oil and fill to the cor rect oil level .

& Caution: % HIRUH OHDYLQJ WKH PDFKLQHWVR/AVRE\WEKGDH®JD

Caution: 'R QRW RSHUDWH WKH EDFNK[RQ-IJLRLWIKIHWKWWRQ’V%[DLHJI

UR
R St

DB R

LQ QHXWUDO DQG HLWKHU VHMW WUWKEFSIRWN L Q JS BWUDNMHVRHUT & O®S H (

Always keep cylinders in a retracted position when the backhoe is not in use to guard against rust
and contamination which may cause damage to the cylinder rods or hydraulic system. Also, lock
the swing and boom while tractor is moving and when storing for an extended period of time.
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5.3COLDWEATHER OPERATION

For smooth operation in cold weather, let the tractor warm up. Slowly cycle all of the cylinders

several times to warm the oil in the hydraulic system. The backhoe may operate erratically until
the hydraulic oil has warmed to operating temperatures.

CAUTION: Operate controls onlywhen seated inthe operator’s seat
with seatbelton.

5.4BACKHOEHYDRAULIC CONTROLS

The backhoe hydraulic valve features 4 control levers. Refer to the diagram below for backhoe
control functions. “Left” and “Right” are determined by the direction the operator is facing when

seated in the backhoe. The Diagram is located on the rear of the control valve bracket and is
visible

. Boom & Bucket Control
. Right Stabilizer Control
. Left Stabilizer Control

. Dipper Arm & Swing

OO w>

Value-Leader BHM 6 & 7 Revision 12-12-2017
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4 |
DIPPER OUT £ N\ BOOM DOWN

| STABLIZER DOWN

L A SR Y

SWING LEFT SWING RIGHT \

BUCKET CURL BUCKET UNCURL
A\ NI -

\/ 4

h DIPPER IN STABLIZER UP BOOM UP

-Stabilizer Control Lever is 2 — Way of moving stabilizers up & down

- Dipper Arm & Swing Control Lever is 4 — Way of moving Dipper out or in & Swing
left or right

- Boom & Bucket Control Lever is 4 — Way of moving Boom up or down & bucket
curled or uncurled.

Practice is needed to eliminate excess motion and increase operating efficiency.

Do not dig near the stabilizers as this can cause unsafe working conditions or
accident.

Do not lift the tractor rear wheels off the ground with stabilizers.

Value-Leader BHM 6 & 7 15 Revision 12-12-2017
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When transporting or dismounting backhoe, you must lock the backhoe’s swing and boom.
Position

boom straight back and then slide pin through holes iIn boom & swing frame.

5.6 TRAVELING STABILIZER CLIP LOCKS

When transporting or dismounting backhoe, you must lock Stabilizer Lock Clips. Raise stabilizers

Value-Leader BHM 6 & 7 Revision 12-12-2017




61 BACKHOE ASSEMBLY & MOUNTING

-After removing from crate.
-You may need suitable support to lift and hold backhoe behind 3 pt during assembly.

-Attach filter bracket to bracket on hydraulic tank, this may require the loosing of the hoses to
acquire needed rotation, then re-tighten the hoses.

-Remove cover of hydraulic tank and fill with tractor hydraulic fluid to level indicator on side of tank.

USE EXTREME CAUTION DURING CONNECTION TO TRACTOR
-The 3-PT mounting frame is adjustable to suit most tractor models with Cat-1 3-PT. linkage.
1. Connect tractor 3-PT arms to lower mounting frame pins.

2. Connect PTO and move bucket down to lift boom to move main frame into vertical position.
Lower stabilizers to balance backhoe. Raise Lift Arms until 3-PT top link frame will be close to
horizontal with top link connection on tractor. See below for PTO Connection details.

3. Connect and Adjust top link assembly. 1 bolt under tower(Longest), 2 bolts in middle(Medium
Length), and 1 bolt to top link.

4. Connect left hand and right hand lock out brace to the correct hole and secure the bolt and nut
tightly. (Shortest Bolts)

5. Lower and manually lock the tractor 3-PT position/Draft Lever. (See Tractor’'s Operation Manual)

-Attach Seat with bolts & nuts provided.
-Operate all cylinders in and out 2 times. Check Oil Level again and fill as needed.

-Attach all safety labels

-Grease all 28 points as detailed below in Lubrication Section

IF YOU HAVE ANY QUESTIONS DURING ASSEMBLY PLEASE CONTACT THE
COMPANY YOU PURCHASED YOUR VALUE-LEADER BACKHOE FROM.

Value-Leader BHM 6 & 7 17 Revision 12-12-2017




6.2PTOCONNECTION

Ensure PTO shaft is correct length, correct PTO shaft length must have a minimal overlap of
2” in drive position. See PTO Driveline manual for proper steps to reduce overall PTO driveline

length. Connect PTO shaft to tractor, PTO output shaft and backhoe hydraulic pump shaft.
Check PTO shaft has suitable angle prior to operation. Angle of PTO shaft universal must be
less than 25 degrees, to prevent major damage.

& CAUTION: Backhoe should be mounted to the tractor three point linkage.
& CAUTION: Never store backhoe without bucket attached to the backhoe.

CAUTION: Never raise 3-PT position/draft lever while backhoe is connected,
damage could occur to linkage and hydraulic system or void the warranty. Use
mechanical means to secure levers in down positions.

& CAUTION: It is Owner/Operator responsibility to
ensure that the tractor 3-PT top link & Hydraulic lift cover
area is strong enough to accept 3-PT rigid connection and
backhoe while in operation as extra forces are exerted
through top link. No liability can be accepted for damage
to tractor.
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7.0 HYDRAULIC PUMP ASSEMBLY

1
3 2
Specification Part No. Qty
1. Hydraulic pump CBF-F425-ALPL 1
2 Hydraulic pump shaft 13/8”6 Splines 1
3 Bracket 1

Value-Leader BHM 6 & 7 19 Revision 12-12-2017




8.0 LUBRICATION AND MAINTENANCE

S

L LUBE PQIN
X‘{I\.\i : .

Total of 28 Grease Points
Use Lithium Based All Pupose Grease
Hydraulic Oil — Use Standard Tractor Hydraulic Fluid

Item Service Service Interval
Hydraulic System Oil Level | Check Daily / 10 Hours
Hydraulic System Oil / Filter | Replace Every 50 Hours
Tyre Inflation Check Weekly / 50 Hours
Backhoe Pivot Points Lubricate / Grease Daily / 10 Hours
Backhoe Hydraulic Lines, Check for leaks, wear Daily / 10 Hours
Hoses, Connections

Boom, Arm, Swing and Check for seepage, service as | Daily / 10 Hours
Bucket cylinder rod packings | needed

Pivot Pin Bolts and Dust Check, replace if missing Daily / 10 Hours
Covers

Pin Wear Check, replace if necessary | Daily / 10 Hours
Backhoe Mount Hardware Check visually Daily / 10 Hours
Bolt and Nut Release Re-torque Every 25 Hours
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8.0 LUBRICATION AND MAINTENANCE

& &$87,21'R QRW SHUIRUP VHUYLFH RU PDWRVEPDGNRRH RDEHVHE
JURXQG )RU DGGLWLRQDO DFFHYP?PRWRH WOBRNWRHKM FRPSRQHQWYV

Important
Lower the backhoe to the ground and relieve pressure in backhoe hydraulic lines prior to
performing any service or maintenance operations on the tractor or backhoe.

A &$87,21(VFDSLQJ IOXLG XQGHU SUHVNUFH FDR) KHDQ HH

DUH QRW GDPDJHG )OXLG HVFBSHQBEDQRHIDYREBV WPID@YA KL E[OH
FDUGERDUG RU ZRRG UDWKHU WKIXY SRXW KG Q@GN M\R VIHIDQMI
VHHN PHGLFDO DWWHQWLRQ RRP RGLOMDHRON L B URIRX\G H@ HLH
WUHDWPHQW LV QRW DGPLQLVWHUHG LPPHGLDWHO\

Refer to “lubrication and Maintenance Chart” for quick reference to Maintenance Operations.

& &$87,21'R QRW RSHUDWH WKH EDFNKRBJIRDQ\ IWWKW KRI\H D U
GDPDJHG $ VXGGHQ OLQH EXU\BGW SFBRMNODBUPD RV HE WKNHHBRWR GURS
VXGGHQO\ FDXVLQJ GDPDJH WRUWMKHVWWUDW\K RSH B U REDFHNE R H

& CAUTION: Operate the backhoe from the operator seat only .

& &$87,21'R QRW VWDQG RU ZDON XQGHHQJNDLIVHGHEPMIQ\JKHRH
FRQWURO OHYHU RU OHDN LQW ERRPORBE GL\SBHE PRPOBR-FG¥ RS
LQMXU\

& &$87,217R KHOS SUHYHQW UROO RYBMIR V&M KXWV VE LMEKIH W H/OHWY
PD[LPL]H VWDELOLW\ 5HIHU WAR ORQ X DWUIRFWRHF RPIRHRQWB RWI R QV

Note: when checking hydraulic system oil level, the backhoe should be on the ground and bucket
fully retracted (all cylinders in retracted position).

Grease all backhoe pivot points daily (10 Hours).
Inspect hydraulic hoses, connections, control valve and cylinders for evidence of leakage.
7TUDFWRU WLUHV VKRXOG EH POH@QGW DA QRCODWILIRJIWRPPDHBRI®D L Q

SURILOH ZLWK DGGHG ZHLJKWIRO EBBPNKWHURD WH OIDDML REPADD UH
being level to the ground.
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9.0 TROUBLE SHOOTING

Trouble Shooting

This Trouble Shooting Chart is provided for reference to possible backhoe operational problems.
Determine the problem that best describes the operational problem being experience and
eliminate the possible causes as listed by following the correction procedures.

PROBLEM

Possible Cause

Correction

Swing, Boom, Dipper Arm
and Bucket Cylinders

Low hydraulic fluid level

Check and replenish hydrau-
lic fluid.

Hydraulic hoses connected
improperly

Check and correct hydraulic
hose connections.

Hydraulic hoses to / from
control valve blocked

Check for damage (kinked)
hoses. etc.

Backhoe control valve or
tractor main relief valve
stuck open

Check system pressure, Re-
pair or replace relief valve.

Refer to the Tractor Opera-

tor’s Manual.

Low system pressure sup-
plied from hydraulic pump

Check system pressure. Re-
pair or replace pump.

Control valve linkage broken

Inspect. Repair as required.

Quick disconnect coupler(s)
are not fully connected or
“Flow Check”

Check coupler connections.
Replace coupler(s) if neces-
sary.

Hyvdraulic Hose or tube line
blockage

Check for evidence of dam-
age to hoses or tube lines that
would block flow of oil be-
tween cylinders and control
valve.

Cylinder piston assembly
defective (not sealing)

Check cylinders for internal
leakage as described in ser-
vice section under cylinder

leakage tests.

Control Valve blockage

Inspect for blockage.

Disassemble valve if neces-
sary.

Safety lock pins (2) not
removed

Remove and store safety
pins.

Stabilizer legs safety clip not
released

Release the clips.
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9.0 TROUBLE SHOOTING

PROBLEM

Possible Cause

Correction

Cylinders operate in wrong
direction relative to control
valve lever position.

Hydraulic Hoses connected
incorrectly.

Correct hydraulic hoses con-
nections.

Slow or erratic move of
cylinders (Noisy operation of
cylinders)

Low hydraulic fluid level

Check and replenish hydrau-
lic fluid.

Cold hydraulic fluid

Allow hydraulic system to
warm up to operating tem-
perature

Hydraulic oil viscosity too
heavy or Incorrect oil

Check oil number and vis-
cosity, refill correct hydraulic
oil.

Engine R.P.M too slow
(hydraulic pump R.P.M too
slow).

Increase engine speed to
obtain satisfactory backhoe
operation.

Excessive weight in bucket.
Material weight exceeds
maximum specified backhoe
capacity.

Reduce material load. (Dig-
ging load)

Control valve linkage bind-
ing / defective

Check control valve linkagae
and repair if work / defec-
tive.

Aeration of hydraulic fluid

Refer to “Aeration of hy-
draulic Fluid”

Quick disconnect coupler
restriction or coupler “Flow
checks”

Check coupler connections.
Repair or replace.

Hydraulic hose or tube line
restriction choses / Tube line)
Kinked or pinched

Check hoses and tubelines
for evidence of restriction.

Boom, Dipper arm or Bucket
cylinder piston assembly
leakage.

Check cylinders for leakage.
Repair as needed.

Relief valve erratic or set
below specifications

Check and reset relief valve.
Setting as needed.

Control valve leaking inter-
nally. (bypassing fluid within
valve).

Replace control valve and
recheck operation.

Value-Leader BHM 6 & 7

23

Revision 12-12-2017




9.0 TROUBLE SHOOTING
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9.0 TROUBLE SHOOTING

Value-Leader BHM 6 & 7

Revision 12-12-2017



10.1 Parts Diagram Front Staff (Dipper)
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10.2 Parts Diagram Main Boom
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10.3 Parts Diagram Tower, Stabilizer and 3PT
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10.3 Parts Diagram Tower, Stabilizer and 3PT
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10.4 Parts Diagram Swing Assembly
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10.5 Parts Diagram Tower Parts

Value-Leader BHM 6 & 7 31 Revision 12-12-2017




10.6 Parts Diagram Bucket
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