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PK-RM70 REMOTE CONTROL MOWER

Pow R kraft
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Product specifica�ons 

SPECIFICATIONS 

Dimensions (LxWx   

Cu�ng width/   

Net Weight/   

Gasoline Engine JF420 15HP Recoil starter 

Blades Qty 2 

Cu�ng height/  

Cu�ng Diameter/  3 (Grass and bush) 

Package Size/   

40 HQ Full Loading Quan�ty 60 PCS 

Working Speed  

Walking Speed  0-

Speed control Stepless Speed change 
Working Climb Slope 0-15 °

Walking Climb Slope 0-27 °

Remote Control Two joys�ck remote control 

Driving  Tracked Type 

To op�mize product specifica�ons are subject to changes without no�ce. 

· When refueling, p

· When refueling, please add  below the  limit. Please be careful not to
 the gasoline outside the refueling port. If it , wipe it immediately



Power on the ET08 controller, and using the “Home/Mon.” button click on system settings.

Use the “5-way Button” toggle switch to select system 

settings.



Use the 5-way button to scroll right, Click on 

“Boot Warning” Should be in the “OFF” Position.

Scroll over to “Sound” 

Use the 5-way Button toggle to select.

This is where you can controll to sound of 

the controller by clicking on “OTHER” to 

“OFF”. 

You can exit to the main menu!

Click the “Home/mon” Button and scroll down 

and click  “3 - GENERAL MENU”. 

Setting up the Function :



Scroll down and continue through 

“2 - FUNCTION”.

Use these settings on the First page 

of FUNCTION 1/3.

ENG1  J1 T1

ELE  J2 T2

ENG2  J1 T1

Use these settings on the 

Second page of FUNCTION 2/3.

RUD  J3 T3

GEAR  SD --

AUX1  -- --

You can exit to the main menu!

Click the “Home/mon” Button and scroll down 

and click  “3 - GENERAL MENU”. 



Scroll over to Menu 3/3 and click on the 

“Double Engine”  tab. 

Use these settings on the �rst page 1/4.

Use these settings on the �rst page 2/4.

Use these settings on the �rst page 3/4.



Use these settings on the �rst page 4/4.

You can exit to the main menu!

From the menu section, scroll down and 

click on the “LINKAGE SETTINGS” tab.

Click on the “5 - FAIL SAFE” tab.

In the FAIL SAFE scetion, Set the ENG2 to -152%.

After setting the ENG2, Click the back button 

(EXIT/LOCK) button



Scroll down to “7 - Servo Frequency” and select 

the tab. 

Set Frequency valuse to 50Hz.

You can exit to the main menu!

 

 



Grease Locations:



  

  

Wire diagram:





 

 





  

  

 

 

 





  

  





 

 





  

  

 

 

 
 

 





  

  

  

 

  

 





 

 

 





  

  

 

 

 
 

 





  

 

  

 





 





 

 
 

 





LIMITED 1-YEAR WARRANTY

Gasoline or diesel engines used to power products are covered by the warranty of the
appropriate engine manufacture and Purchaser must look to the engine manufacture for all
issues relating to engine operation.

  

 

  

 



REGISTRATION



 I understa nd that I alone am
responsible for proper maintenance, care and safe operation of this equipment.


